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A = altezza totale del sistema cocarrello di alimentazione/cages height with feeding trolley
B = altezza totale del sistema cocatena pianadi alimentazione/cages height with chain feeding

C = passo gabbia/tier distance:
540mm senza sistema di soffiaggio pollinagvithout drying manure system
590mm con sistema di soffiaggio pollina/with drying manure system
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ALTEZZA BATTERIA/BATTERY HEIGHT

CONSOFFIAGGIO SENZA SOFFIAGGIO
WITH DRYING SYSTEM WITHOUT DRYING SYSTEM
Passo/Tier distance Passo/Tier distance
IDEAL PLUS é90 [C] é40 [C]
CATENA PIANA  CARRELLO @ CATENA PIANA CARRELLO
Larghezza/Width 1655 mm FLAT CHAIN TROLLEY FLAT CHAIN TROLLEY
(B) (A) (B) (A)
3 Piani/Tiers 2160 2358 2110 2308
4 Piani/Tiers 2750 2948 2650 2848
5 Piani/Tiers 3340 3538 3190 3388
6 Piani/Tiers 3930 4128 3730 3928
7 Piani/Tiers 4520 4718 4270 4468
6 Piani/Tiers+ solaio/walkway(3+3) 4348 4477 4042 4240
7 Piani/Tiers+ solaio/walkway(4+3) 4938 5067 4582 4780
8 Piani/Tiers+ solaio/walkway(4+4) 5528 5657 5122 5320
9 Piani/Tiers+ solaio/walkway (5+4) 6118 6247 5662 5860
9 Piani/Tiers+ 2solai/walkways (3+3+3) 6643 6772 5962 6090
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Your Agriculture Company

AGCO GSI (Malaysia) Sdn.Bhd. (3s2726)
Plot 218, Jalan Perindustrian Bukit Minyak 6,
Kawasan Perindustrian Bukit Minyak,

14100 Simpang Ampat, Penang, Malaysia.

Tel: 604 505 7598 Fax: 604 505 9879

TECNO is a part of GSI, a worldwide Brand of AGCO
Copyright©2017 by AGCO GSI Malaysia |Due to continual improvement,
GSl reserves the right to change designs and specifications without notice.

For more information on our many products and
services, contact your local representative or visit us online at:

www.gsiasia.net




